
BGS 8293 
Traggelenk - Werkzeugsatz für Mercedes-Benz

ALLGEINE INFORMATION 
Dieser Werkzeugsatz ermöglicht ein Erneuern von Traggelenken an Mercedes-Benz der Baureihen 
220 / 211 / 230.  Eine Demontage von Achsteilen aus dem Fahrzeug ist nicht notwendig. 

SICHERHEITSHINWEISE  
� Verwenden Sie beim Anheben des Fahrzeugs immer die vom Fahrzeughersteller vorgesehenen 

Hebepunkte.
� Stellen Sie vor dem Arbeiten unter einem Fahrzeug stets sicher, dass das Fahrzeug z.B. durch 

Achsständer ausreichend abgesichert ist, die Räder verkeilt und die Handbremse angezogen ist. 
� Verwenden Sie immer eine Schutzbrille, insbesondere beim Arbeiten unter Fahrzeugen. 
� Stellen Sie sicher, dass das Werkzeug ordnungsgemäß montiert ist. 
� Spindel nicht übermäßig festziehen oder übermäßige Kraft anwenden, da hierdurch sowohl das 

Werkzeug als auch das Bauteil beschädigt werden kann. 
� Verwenden Sie keinen Schlagschrauber, andernfalls kann die Spindel beschädigt werden. 
� Benutzen Sie stets ein Werkstatt-Handbuch zur detaillierten Anleitung. 
� Vor Verwendung des Werkzeugs das Gewinde an der Spindel fetten. 
� Überprüfen und Ersetzen Sie gegebenenfalls beschädigte Bauteile. 

ANWENDUNG 
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BGS 8293 
Ball Joint Tool Set for Mercedes-Benz

GENERAL INFORMATION 
This tool set allows a renewing of ball joints on Mercedes-Benz series 220 / 211 / 230. Disassembly of 
the suspension components out of the vehicle is not necessary. 

WARNING  
� Lifting of vehicles only allowed on the special lifting points. 
� Before starting work under a car always ensure that it is adequately supported by axle stands or 

ramps. Chock wheels and ensure that the hand brake is firmly applied. 
� Always use approved eye protection, especially when working under vehicles. 
� Ensure that tools are correctly mounted. 
� Do not over tighten or use undue force as this can cause damage to both tool and component. 
� Do not use an impact wrench with this tool 
� Always use workshop manual for detailed instructions. 
� Always lubricate the screw threads before using the tool. 
� Check & replace any damaged components as required. 

APPLICATION 
Removing Installing 

1 5

3
24

6


